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Environmental Protection Agency Pt. 63, Subpt. YYYY, Table 6 

For . . . You must . . . 

2. each stationary combustion turbine that is required to com-
ply with the emission limitation for formaldehyde and is not 
using an oxidation catalyst.

maintain any operating limitations approved by the Adminis-
trator. 

TABLE 3 TO SUBPART YYYY OF PART 63—REQUIREMENTS FOR PERFORMANCE TESTS 
AND INITIAL COMPLIANCE DEMONSTRATIONS 

As stated in § 63.6120, you must comply with the following requirements for performance 
tests and initial compliance demonstrations 

You must . . . Using . . . According to the following requirements 
. . . 

a. demonstrate formaldehyde emissions 
meet the emission limitations specified 
in Table 1 by a performance test initially 
and on an annual basis AND.

Test Method 320 of 40 CFR part 63, ap-
pendix A; ASTM D6348–03 provided 
that %R as determined in Annex A5 of 
ASTM D6348–03 is equal or greater 
than 70% and less than or equal to 
130%; or other methods approved by 
the Administrator.

formaldehyde concentration must be cor-
rected to 15 percent O2, dry basis. 
Results of this test consist of the aver-
age of the three 1 hour runs. Test 
must be conducted within 10 percent 
of 100 percent load. 

b. select the sampling port location and 
the number of traverse points AND.

Method 1 or 1A of 40 CFR part 60, ap-
pendix A § 63.7(d)(1)(i).

if using an air pollution control device, 
the sampling site must be located at 
the outlet of the air pollution control 
device. 

c. determine the O2 concentration at the 
sampling port location AND.

Method 3A or 3B of 40 CFR part 60, ap-
pendix A.

measurements to determine O2 con-
centration must be made at the same 
time as the performance test. 

d. determine the moisture content at the 
sampling port location for the purposes 
of correcting the formaldehyde con-
centration to a dry basis.

Method 4 of 40 CFR part 60, appendix A 
or Test Method 320 of 40 CFR part 
63, appendix A, or ASTM D6348–03.

measurements to determine moisture 
content must be made at the same 
time as the performance test. 

TABLE 4 TO SUBPART YYYY OF PART 63—INITIAL COMPLIANCE WITH EMISSION 
LIMITATIONS 

As stated in §§ 63.6110 and 63.6130, you must comply with the following requirements to dem-
onstrate initial compliance with emission limitations 

For the . . . You have demonstrated initial compliance if . . . 

emission limitation for formalde-
hyde..

the average formaldehyde concentration meets the emission limitations specified in Table 1. 

TABLE 5 TO SUBPART YYYY OF PART 63—CONTINUOUS COMPLIANCE WITH OPERATING 
LIMITATIONS 

As stated in §§ 63.6135 and 63.6140, you must comply with the following requirements to dem-
onstrate continuing compliance with operating limitations: 

For each stationary combustion turbine complying with the 
emission limitation for formaldehyde . . . You must demonstrate continuous compliance by . . . 

1. with an oxidation catalyst ........................................................ continuously monitoring the inlet temperature to the catalyst 
and maintaining the 4-hour rolling average of the inlet tem-
perature within the range suggested by the catalyst manu-
facturer. 

2. without the use of an oxidation catalyst .................................. continuously monitoring the operating limitations that have 
been approved in your petition to the Administrator. 

TABLE 6 TO SUBPART YYYY OF PART 63—REQUIREMENTS FOR REPORTS 

As stated in § 63.6150, you must comply with the following requirements for reports 
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